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l . (Currently Amended) An apparatus for coating a work-piece with a coating solution, the 
apparatus comprising: 



> i nber in which the workpieee is coated; 
a deformable coating solution supply container for supplying the coating solution 

to the coating chamber: 
a fluid connection fluidly connecting the coating chamber and the defdrmable 

coating solution supply container such that the coating solution is flowabie 
back and forth between and into both the coating chamber and the 
ieibm able coating solution suppf} - >ntai ses and 

s ' n tble container is positionahle to a first elevation in relation to 
the coating chamber that results in. the coating solution flowing into the 
coating chamber. 



2. (Original.) The apparatus of claim 1 wherein the deformable coating solution supply 
u i v re ' v ^ .v ! o ^ i a' noon b\ rouuou manipulation, 

3. (Cancelled) 

4. Pre\ ton \ Pre? ented) The apparatus of claim I wherein the deformable coating solution 
supply contains 1 Hwuioaable to t second elevation that results in he eoatini ohitio.n iiosvi.ng 
from the coating chamber to the deformable coating solution supply container. 

5. (Original) T he apparatus of claim 1 and further including a mechanism that deforms the 
coat ig solution s N <- nta net to prox uie mot ve force to move the coating solution to the 
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coating chamber and which permits the coating solution to How back to the deformable coating 
supply container. 

6. (Original) The apparatus of claim 5 wherein the mechanism includes a holding chamber 
Mi i i _ j ph v u unci ind into which fluid pressure is supplied and 

applied to the deformable coating supply container to force the coating solution to flow from the 
container to the coating chamber, and wherein the coating solution is permitted to flow from the 
coating chamber to the deformable coating supply container by a decrease of fluid pressure. 

7. ,Or. i i, » % . irr t a i o «. hum 5 wherein the mechanisn includes pi n ipplyinj 
a force to an exterior surface of the defonnable container to force the coating solution from the 
container to the coating chamber, the plate being retractable such that the coating solution flows 
back to the container from the coating chamber. 

8. (Oj i:u tppar.au >l claim 1 and further including a valving mechanism that 
cooperates with the fluid connection to regulate flow from the coating chamber to the coating 
supply container, 

946. (Cancelled) 

1 7. (Currently Amended) An apparatus for coating a workpiece with a coating solution, the 
uen. amvwun^s\ 

abet in v> Inch the workpiece is coated; 
a collapsible coating solution supply container for supplying the coating solution 

to the coating chamber; 
a fluid connection tluidiy connecting the coating chamber and the collapsible 

coating solution supply bag such, that the coating solution is .flowable bank 

and forth between and into both the coating chamber and the collapsible 

coating solution supply bag: and 
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wherein the collapsible coating solution supply container is positkmable to a first 
elevation in relation to the coating chamber that results in the coaling 
solution flowing to the coating chamber. 

18. * v < \ r| to > Jams " where* ti col ips.b c> iu - t ton supph bac 
is constructed for deformation by manual manipulation. 

19. (Canceled) 

20. tm fhe ppa Uus o claim here uhc iapsihie coatit 
solution supply container is positkmable to a second elevation that results in the coating solution 
flowing from the coating chamber to the collapsible coating solution supply container, 

> Origh Fhe apparatus of claim 1 7 and further including a mechanism that collapses the 
coll ip< ibk coat ig ppi> container to provide motive force to move the coating solution to the 
coating chamber and which permits the coating solution to flow back to the collapsible coating 
solution supply container. 

22. (Original) fhe apparatus oft iaim 21 wherein the mechanism includes a chamber for 
holding the col psib c< ti g solution supply container into which fluid pressure is supplied 

PP « siblecoai ution supply container to force coating solution to flow 

from the bag to the coating chamber, and wherein the coating solution is permitted to flow from 
the coating chamber to the collapsible coating solution supply container by a decrease of 
pressure. 

23. 0 V;pinai> I he t 1 * o J a n ' I o >eiem i.c nun i^r include o mm mr apphmg 
a .force to an exterior surface of the collapsible container to force coating solution from the 
container to the coating chamber, the plate being retractable such thai the coating solution flows 
back u 1 1 k v ^ i v. oat m g c han iher. 
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24, (Original) The apparatus of claim 1 7 and farther including a vafvmg mechanism that 
cooperates with the fluid connection to regulate flow from the coating chamber to the collapsible 
ooam;;: m > ^ C'-nU:incr 

25-38. (Cancelled) 
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